MAXIMUM IMPERVIOUS SURFACE AND
MAXIMUM BUILDING COVERAGE
CALCULATION SHEET

ALL PERMIT APPLICATIONS (RESIDENTIAL AND COMMERCIAL) FOR BUILDING
ADDITIONS, SHEDS, POOLS, OR OTHER ACCESSORY STRUCTURES MUST BE
ACCOMPANIED BY A PLOT PLAN INDICATING ALL STRUCTURES AND IMPERVIOUS
SURFACES THAT EXIST ON THE PROPERTY, INCLUDING PROPOSED ADDITION.

PLEASE COMPLETE THE FOLLOWING, WHERE APPLICABLE:

A. TOTAL SQUARE FOOTAGE OF FOOTPRINT OF HOUSE/BUILDING:

B. SQUARE FOOTAGE OF FOOTPRINT OF CARPORT OR GARAGE:

C. SQUARE FOOTAGE OF CONCRETE AROUND POOL:

D. SQUARE FOOTAGE OF SHED AND/OR ACCESSORY BUILDING:

E. SQUARE FOOTAGE OF COVERED OR ENCLOSED PORCH:

F. SQUARE FOOTAGE OF FOOTPRINT OF PROPOSED ADDITION:

G. TOTAL SQUARE FOOTAGE OF BUILDING COVERAGE:
(A+B+C+D+E+F=G)

H. SQUARE FOOTAGE OF DRIVEWAY/PARKING LOTS:

I SQUARE FOOTAGE OF WALKWAYS/SIDEWALKS:

J. SQUARE FOOTAGE OF PATIO OR UNENCLOSED PORCH:

K. TOTAL SQUARE FOOTAGE OF IMPERVIOUS COVERAGE:

(G+H+1+J=K)

TOTAL SQUARE FOOTAGE OF LOT:

NOTE: IMPERVIOUS SURFACE — Surfaces which do not absorb water, including all buildings and paved or hard surfaces. In
addition, other areas determined by the Township Engineer to be impervious within the meaning of this definition shall also be

classified as impervious. For purposed of this definition, that area of a swimming pool located inside the coping (concrete) shall not
be classified as impervious.
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